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(6) The washing machine must be op-
erated until samples of the discharged
tank washings taken by the Surveyor
are tested using the equipment re-
quired by paragraph (a)(1)(ii) of this
section and the concentration of NLS
is below 0.1 per cent by weight.

(7) After the washing is stopped, the
remaining tank washings must be
pumped out.

(8) The Cargo Record Book must have
items 12 through 14 completed and
must show the Surveyor’s written cer-
tification of their accuracy.

(9) The Cargo Record Book must have
the Surveyor’s written concurrence
that the prewash procedures specified
in the approved Procedures and Ar-
rangements Manual were followed.

(b) When this part requires a prewash
of a tank containing Category B or C
NLS residue or when the procedure in
this paragraph is used as an alternative
to the prewash procedure under para-
graph (a) of this section, the prewash
must meet the following:

(1) If the prewash is for a Category A
NLS, the prewash may not begin until
a Surveyor is present.

(2) The equipment specified in
§ 153.484 must be used as prescribed in
the approved Procedures and Arrange-
ments Manual for the prewash.

(3) The wash water must be heated if
required by § 153.1108, and water or tank
washings must pass through the cargo
pump and piping, including any strip-
ping equipment, during washing or dur-
ing discharge of tank washings.

(4) Except as required in paragraph
(b)(5) of this section, the number of
washing machine cycles specified in
Table 153.1120 must be completed. If a
prewash is required by a section listed
under Column 1 of Table 153.1120 and
another section listed under Column 2,
the number of cycles in Column 1 must
be completed but no additional cycles
are necessary.

(5) If the approved Procedures and
Arrangements Manual specifies that a
tank washing machine must be moved
for the prewash of a tank from which a
Category A NLS or a solidifying NLS
has been unloaded, the number of
washing machine cycles specified in
Table 153.1120 must be completed at
each position to which the washing ma-
chine is moved.

(6) When the NLS is immiscible with
water or is a solidifying cargo, the
tank must be pumped out each time
enough tank washings collect in the
bottom of the tank for the pump to
gain suction, or the procedures in para-
graphs (b)(3), (b)(4), and (b)(5) of this
section must be repeated two addi-
tional times with the tank pumped out
each time, for a total of three
washings.

(7) Items 12 through 14 in the Cargo
Record Book must be completed and, if
the prewash is for a Category A NLS,
verification that the procedures speci-
fied in the approved Procedures and Ar-
rangements Manual were followed
shown by the Surveyor’s endorsement
in the Cargo Record Book.

TABLE 153.1120—NUMBER OF WASHING MACHINE CYCLES IN THE PREWASH PROCEDURE

Number of washing machine cycles

Column 1: Prewash
under § 153.1116 or for
a solidifying NLS under

§ 153.1108

Column 2: Prewashes
except those listed

under column 1

Category A NLS ............................................................................................. 2 1
Category B or C NLS .................................................................................... 1 1/2

[CGD 81–101, 52 FR 7785, Mar. 12, 1987, as
amended by CGD 81–101, 53 FR 28975, Aug. 1,
1988 and 54 FR 12629, Mar. 28, 1989]

§ 153.1122 Discharges of NLS residue
from tank washing other than a
prewash: Categories A, B, and C.

Tank washings that do not result
from a prewash and that contain Cat-

egory A, B, or C NLS residues must be
discharged to a reception facility or
discharged to the sea under § 153.1126 or
§ 153.1128 except those tank washings
resulting from washing a tank that has
been cleaned following a ventilation
procedure in the approved Procedures
and Arrangements Manual.
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